Specification Sheet Sirius
Model SU26 Range Hoods

Canopy wall mount range hood

Product Features:

Optional Items: ! |

Dimensions and installation measurements

10.2”

Max 44>

177

Min 28”

5.5”

Wall mount hood

For use over domestic cooking equipment

6” round vertical ducting - not supplied

600cfm die cast aluminum squirrel cage blower
Very quiet operation at 61Dba/3.9 sones maximum
Brushed stainless steel

4 speed push button settings ‘ — —
Dishwasher safe aluminum grease filter

Grease filter is high density with quick release latch
2 20W halogen lights

10 minute timer

Heat sensor overload protection

Separate re-circulating kit available

Telescopic decorative flue fits variable heights
Bracket mounting template for ease of installation

Widths 30 or 36”
Depth 19.7”

Min: Max:

Electric— 25” 327

Min 94” Max 110” (Based on 30’ above range)
307 32~ -

Gas-

36”

Ductless re-circulating kit - code KF2D1
(Requires 6” ducting— not supplied)

Baffle Filter— LBR

Replacement grease filter - code AF2 Notes and comments:

Charcoal filter - KF2

Replacement halogen bulbs—Globe D 20w

Chimney extensions - CE 2
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Preparation of wall structure to receive mounting bracket

Ideally buildblocking between wall

studs and behind drywall to receive =
= screws from bracket - or heavy duty =
2 Eezi Anchors can be used 7
% = Ductwork Positioning:
g 73 1/4 " to floor = hood 24" above cooktop 3 E.xhaus.t dUCtWO.I'l.( to be avallab e
79 1/4 " to floor = hood 30" above cooktop either via the Celllng or through
the rear wall and exactly on the
——— | Center Line - rear wall exit must
|‘ | ‘ L / be a minimum of 84" above the
Min 31/2" NG S floor.
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72 1/4 " to floor = hood 24" above cooktop
78 1/4 " to floor = hood 30" above cooktop

Preparation of Wiring location

120 V 60HZ grounded electrical supply -
either direct hot wire or wall outlet - refer
local building codes. Offset from center
line of ductwork and stay within flue
cover extremities.

|

Flue cover extremities
10 3/8”

v

6” round duct
outlet point

Minimum 15"
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